
DIM0108295 

Typical Cabot Marcellus Well 

+/-lOO'BGL 

Conductor To Be 
Set At Least 80' 
Below Ground 
Level, or 20' Into 
Bedrock 

+/-1 ,500'-2,000' TVD(KB) 

Hole Size: 8. 75" 

CONDUCTOR 

Hole Size : 30" 

Casing : 20", 78.6#, B, Weld 

Top Of Cement : Surface 

Hole Size : 17-1/2" 

Casing : 13-3/8", 48#, H-40, ST&C 

Top Of Cement : Surface(+50%0H-Excess) 

MW : 8.5 ppg 

INTERMEDIATE 

Hole Size : 12-1/4" 

Casing : 9-5/8", 40#, N-80, L T&C 

Top Of Cement : Surface(+50%0H-Excess) 

MW : 8.5 ppg 

Top of Lead @ 3,500' MD(KB)(+25%0H-Excess) 
Top ofTall@ 6,300' MD(KB)(+25%0H-Excess) 
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Lateral Length 

+/-4,500' 

PRODUCTION 

Set At: +/-11,500' 

6,850' TVD(KB) 

Casing: 

i-

5-1/2",20#, HCP-110, VASupET 

MW: 11.5-13.0 ppg Cabot Oil & Gas Corporation 

DIM0108298 


